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No.423: CAST BRONZE
PARALLEL CABLE SPLICER

No.730: Cu ADHESIVE
CABLE HOLDER @ 3'-0"
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CONNECTOR No. 29X: 29str x 17Ga
BARE Cu CONDUCTOR

1" PVC SLEEVE TO BE FURNISHED AND
INSTALLED BY ELECTRICAL CONTRACTOR 1" PVC CONDUIT BY
ELECTRICAL CONTRACTOR

FINAL THRU-ROOF FLASHING
;(_BY ROOFING CONTRACTOR

STUB CONDUIT OUT APPROXIMATELY 6" - 12" BELOW
GRADE OR PER CONTRACT REQUIREMENTS

LIGHTNING PROTECTION PLAN
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BARE Cu CONDUCTOR

NOTE:
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GROUND ELECTRODES SHALL BE INSTALLED AS SHOWN BUT IN NO INSTANCE . -+ THRU ROOF PENETRATION: 2 MN SEE DETAIL "G" 2N SEE DETAIL "G" A4
$HBYLBE LESS THAN 1-0" BELOW GRADE AND 2-0" FROM FOUNDATION WALL LETTER DENOTES DETAIL TYPE
No. 551: CAST BRONZE RROESHALL PENETRATE EARTH AT LEAST TYPICAL DOWNLEAD ROUTING
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